
  Suggested Tools:

• Channel Lock Pliers
• Needle Nose Pliers
• Vice Grip (or Locking) Pliers
• Combination Wrenches: 10,12, (2)14mm 
• Sockets: 10 & 12mm
• Ratchet
• Large Standard Screwdriver
• Penetrating Oil (Optional)

CAUTION: Safety glasses should be 
worn at all times when working with 
vehicles and related tools and 
equipment.

86-95 Suzuki Samurai Park / Emergency Brake Cable
(SKU# SB-PBCP)

Installation Instructions 

For additional copies of these 
and other instructions go to:
www.lowrangeoffroad and click on the 
“Instructions” tab. 

Instructions Created by an:

Note:  The passenger 
side park brake cable 
is not a typical failure.  
Therefore and it is not 
supplied with this 
product. This product 
is the main park brake 
cable which includes 
the driver side cable.

http://www.lowrangeoffroad
http://www.lowrangeoffroad


Lifting and Supporting the Vehicle

Lifting Option 2
We used a twin post lift for these instructions, but this job could also be done with a 
floor jack and (4) safety stands.

Front

Rear

Floor Jack

Floor Jack

Lifting Option 1
Lift and support the vehicle on a twin post lift.  

CAUTION:  Always follow the safety guidelines associated with the lift you are using.

Front Support Location Rear Support Location
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Step 2
Loosen the adjustment jam nut using a 
10 mm open end wrench.

Step 3
While holding the cable with locking 
p l i e rs , l oosen and remove the 
adjustment nut using a 14mm box end 
wrench or socket.

Note:  If this adjusting nut and cable is 
rusty, spray it with a good penetrating 
oil.  We recommend PB Blaster.

Step 1
Place the park brake lever in the 
released (or down) position.

Removing the Old Park Brake Cable Assembly

Step 4
Slide the rubber boot foreword on the 
cable exposing the front sheath 
attachment nut and spray the nut and 
threads with a good quality  penetrating 
oil. 

Adjustment 
Jam Nut



Step 6
Pull down on the park brake cable 
releasing it from the body bracket.  
Once the cable is out of the bracket, 
move the cable rearward releasing it 
from the lever pivot pin.

Step 5
While holding the hex shaped part of the 
cable sheath, using a 14mm open end 
wrench, loosen the front sheath 
attaching nut using a second 14mm 
wrench.

Step 7
Continue moving the park brake cable 
rearward until it is free from the 
crossmember.

Step 8
Disconnect the cable-to-body bracket by 
removing the (2) bolts using a 10mm 
socket.

Note:  Set the bracket and bolts aside.  
You WILL need them when installing  
the new cable.



Step 10
Remove the cable ban.

Note:  Set these parts aside. You WILL 
need this band and fasteners with the 
new cable.

Step 9
Disconnect the cable band by holding 
the bolt with a 12mm box end wrench 
and removing the nut using a 12mm 
socket.

Step 12
Loosen the nut all the way  as shown 
here.

Note:  Just leave this section “as-is” for 
now.  You will come back to it later.

Step 11
While holding the cable coupler with 
channel lock pliers, loosen the rear 
cable sheath attachment nut.



Step 13
Disconnect the driver side cable link by 
removing the clip  and pin using needle 
nose pliers.

Step 13 Continued
This shows removing the pin.

Step 13 Continued
This shows removing the cable link.

Step 12 Continued
Disconnect the cable bracket using a 
10mm socket.

Note:  Leave this bracket attached to the 
old cable.  There is a new bracket 
supplied with the new cable.



Step 14
Remove the cable from the coupler and 
and set the cable aside.

Step 15
Loosen the rear sheath attaching nut 
and connect the new brake cable in the 
cable coupler as shown here.

Installing The New Park Brake Cable

Step 16
Install the sheath attachment nut.



Step 19
Install the clip.

Step 20
Connect the driver side cable bracket.

Step 18
Position the cable link and insert the pin.

Note:  There is a new pin and clip 
supplied with the new cable.

Step 17
While holding the cable coupler with 
channel lock pliers, tighten the nut.

Note: Be sure to reposition the boot. 



Step 21
Reattach the cable band.

Note:  It may not be possible to connect 
this band with some lifted suspension 
systems.  If so, simply leave this band 
disconnected.

Step 22
Reattach the cable-to-body bracket 
including the new boot.

Step 23
Loosen the front sheath attachment bolt.

Step 24
Insert the cable end through the lever 
pivot pin as shown.



Step 25
Install the cable in the body bracket as 
shown.

Tech Tip 25
Be sure the cable properly seated in the 
notch.

Step 26
While holding the cable with one 14mm 
open end wrench tighten the attachment 
nut with a second 14mm open end 
wrench.

Step 27
Install the supplied adjustment nut as 
shown.  Tighten it (clockwise) until there 
is about 1/4” of the cable showing 
beyond the nut.

Note:  Be sure the adjustment jam nut is 
threaded back out of the way.



Tech Tip 27
This shows where the adjustment nut 
should be, as a rough setting or 
beginning point.

Step 28
Have an assistant pull up on the park 
brake lever and count the clicks until it 
gets tight.

Step 29
If the lever clicks 6 to 8 times the cable 
is adjusted correctly.  If it clicks less than 
6 times the cable is too tight, you will 
need to loosen (counterclockwise) the 
adjustment nut.  If the lever clicks more 
than 8 times it is too loose and the 
adjustment nut will need to be tightened 
(clockwise).

Step 30
Once the lever has been adjusted 
correctly, tighten the adjustment jam nut 
against the lever pivot pin using a 10mm  



Congratulations!
You have successfully installed a 
park brake.  We hope these 
instructions have been helpful.  If 
you have suggestions on how to 
made these ins t ruc t ions (or 
products) better, please email us at:  
sales@lowrangeoffroad.com  

mailto:sales@lowrangeoffroad.com
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As always, If you experience any difficulty during the installation of this product 
please  contact Low Range Off-Road Technical Support at 801-805-6644 M-F 
during regular store hours.  Thank you for purchasing from Low Range Off-Road.

These instructions are designed as a general installation guide. Installation of many Low Range 
Off-Road products require specialized skills such as metal fabrication, welding and mechanical 
trouble shooting. If you have any questions or are unsure about  how to proceed, please contact 
our shop at  801-805-6644 or seek help from a competent fabricator. Using fabrication tools such 
as welders, torches and grinders can cause serious bodily harm and death. Please operate 
equipment carefully and observe proper safety procedures.

Rock crawling and off-road driving are inherently dangerous activities. Some modifications will 
adversely affect  the on-road handling characteristics of your vehicle. All products sold by Low 
Range Off-Road are sold for off road use only. Any other use or application is the responsibility 
of the purchaser and/or user. Some modifications and installation of certain aftermarket parts may 
under certain circumstances void your original dealer warranty. Modification of your vehicle may 
create dangerous conditions, which could cause roll-overs resulting in serious bodily injury or 
death. Buyers and users of these products hereby expressly assume all risks associated with any 
such modifications and use.
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